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ID Roadway Segment

Roadway

Designation

Through 

Travel 

Lanes
1

ADT
3

Volume/

Capacity 

Ratio

1 north of Palm Canyon Dr. Arterial (A) 6 59,000         31,700      0.54          

2 north of Gerald Ford Dr. Arterial (A) 6 59,000         35,700      0.61          

3 north Dinah Shore Dr. Arterial (A) 6 59,000         33,000      0.56          

4 north of Ramon Rd. Arterial (A) 6 59,000         31,600      0.54          

5 north of 30th Av. Arterial (A) 6 59,000         34,000      0.58          

6 north of Vista Chino Arterial (A) 6 59,000         47,300      0.80          

7 north of I‐10 WB Ramps Arterial (A) 6 59,000         33,000      0.56          

8 south of Dinah Shore Dr. Secondary (B) 4 30,000         19,000      0.63          

9 south of Ramon Rd. Secondary (B) 4 30,000         17,900      0.60          

10 Landau Bl. north of Ramon Rd. Major (B) 4 38,000         36,200      0.95         

11 Bob Hope Dr. north of Ramon Rd. Arterial (D) 6 59,000         34,700      0.59          

12 south of Ramon Rd. Major (A) 4 38,000         21,500      0.57          

13 north of Ramon Rd. Major (A) 4 38,000         29,000      0.76          

14 east of Sungate Wy. Arterial (A) 6 59,000         57,400      0.97         

15 west of Date Palm Drive Arterial (A) 6 59,000         46,200      0.78          

16 west of Cathedral Cyn. Dr. Arterial (A) 6 59,000         44,500      0.75          

17 west of Canyon Plaza Dr. W. Arterial (A) 6 59,000         46,300      0.78          

18 west of Date Palm Dr. Major (D) 2 19,000         5 23,300      1.23         

19 west of Cathedral Cyn. Dr. Major (D) 2 19,000         5 21,500      1.13         

20 east of Da Vall Dr. Major (C) 4 38,000         23,500      0.62          

21 east of Date Palm Dr. Major (C) 4 38,000         26,600      0.70          

22 west of Bob Hope Dr. Major (E) 4 39,000         4 32,200      0.83          

23 east of Date Palm Dr. Major (E) 4 39,000         4 36,100      0.93         

24 west of Cathedral Cyn. Dr. Major (E) 4 39,000         4 33,200      0.85          

25 west of Bob Hope Dr. Arterial (B) 6 59,000         48,500      0.82          

26 east of Date Palm Dr. Arterial (B) 6 59,000         39,600      0.67          

27 west of Cathedral Cyn. Dr. Arterial (B) 6 59,000         41,100      0.70          

28 west of Landau Bl. Arterial (B) 6 59,000         54,300      0.92         

29 east of Date Palm Dr. Collector (C) 2 18,000         18,400      1.02         

30 west of Date Palm Dr. Collector (A) 2 18,000         16,900      0.94         

31 west of Date Palm Dr. Arterial (C) 4 40,000         4 34,400      0.86          

32 west of Landau Bl. Arterial (C) 4 40,000         4 35,500      0.89          

33 east of Date Palm Dr. Modified Major  4 38,000         22,800      0.60          

34 west of Date Palm Dr. Arterial (B) 6 59,000         39,700      0.67          

35 Bob Hope Dr. north of I‐10 WB Ramps Arterial (D) 6 59,000         51,700      0.88          

36 south of I‐10 EB Ramps Arterial (A) 6 59,000         35,000      0.59          

37 north of I‐10 WB Ramps Arterial (A) 6 59,000         33,400      0.57          

1
 Existing Number of Through lanes

2 LOS "E" Capacity per Cathedral City Roadway Segment Capacity LOS Thresholds
3 Average Daily Traffic (ADT) expressed in vehicles per day.
4
 Estimated capacity for 4‐lane Arterial capacity.

5 Estimated capacity for 2‐lane Major capacity.

R:\UXRjobs\_11100‐11500\11326\Excel\[11326 ‐ LOS Results (20190128).xlsx]Proposed_ADT

Capacity
2

TABLE 5‐3: ROADWAY SEGMENT ANALYSIS

FOR PROPOSED GENERAL PLAN BUILDOUT (2040) CONDITIONS

Gene Autry Tr. ‐ 

Palm Dr.

Dinah Shore Dr.

Ramon Rd.

30th Av.

Vista Chino

Varner Rd.

Date Palm Dr.

Cathedral Cyn. Dr.

Davall Rd.

Hwy. 111

Perez Rd.

Gerald Ford Dr.
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L T R L T R L T R L T R AM PM AM PM

1 Date Palm / E. Palm Cyn. Dr. (Hwy 111) TS 0 0 0 3 0 1> 2 3 0 0 3 1 18.4 41.4 B D

2 Date Palm / Perez Rd. TS 1 2 0 0 2 1> 1 0 1 0 0 0 14.0 26.9 B C

3 Date Palm / Gerald Ford Dr. TS 1 2 1 1 2 d 1 2 0 1.5 0.5 1 43.7 54.4 D D

4 Date Palm / Dinah Shore Dr. TS 2 2 1 2 3 0 2 2 1 1 2 1> 44.4 42.0 D D

5 Date Palm / Ramon Rd. TS 2 3 1 1 3 1 2 3 1 1 3 1 45.6 43.2 D D

6 Date Palm / 30th Av. TS 2 3 0 2 3 0 1 2 1 1 2 1 48.0 46.4 D D

7 Date Palm / Vista Chino TS 2 3 0 1 2 2> 2 1 1> 1 2 1 54.0 39.8 D D

8 Date Palm / I‐10 EB Ramps TS 0 3 1>> 0 3 1>> 1 1! 1 0 0 0 27.5 6.9 C A

9 Date Palm / I‐10 WB Ramps TS 0 3 1>> 0 3 1>> 0 0 0 1 1! 1 14.8 14.7 B B

10 Date Palm / Varner Rd. TS 2 0 1 0 0 0 0 1 1> 1 1 0 34.8 45.5 C D

11 Cathedral Cyn. Dr. / E. Palm Cyn. Dr. (Hwy 111) TS 1 1 1 1 1 1> 1 2 1 1 3 1 31.3 43.1 C D

12 Cathedral Cyn. Dr. / Perez Rd. TS 1 2 0 1 2 0 1 1 1 1 1 1 39.2 54.8 D D

13 Cathedral Cyn. Dr. / Dinah Shore Dr. TS 1 2 0 1 2 0 1 2 0 1 2 0 65.4 >80 E F

14 Cathedral Cyn. Dr. ‐ Avenida Maravilla / Ramon R TS 1.5 0.5 1> 0.5 0.5 1> 1 3 0 1 3 0 >80 >80 F F

15 Bob Hope Dr. / Ramon Rd. TS 2 3 1>> 2 3 1>> 2 3 1> 2 3 1 48.3 39.8 D D

16 Perez Rd. / E. Palm Cyn. Dr. (Hwy 111) TS 1 1 0 1 0.5 1.5> 2 3 0 1 2 1 28.3 38.9 C D

17 Landau Bl. / Ramon Rd. TS 1 1 0 2 0.5 1.5 2 3 0 1 3 1> 45.3 49.0 D D

18 Bob Hope Dr. / Varner Rd. TS 2 2 1>> 2 3 1 2 2 2>> 2 2 0 54.4 44.2 D D

19 Landau Bl. / Vista Chino TS 2 2 0 2 2 0 1 2 1> 1 2 1> 54.7 45.6 D D

20 Mountain View Rd. / Varner Rd. TS 0 0 0 2 0 1 0 1 0 0 1 2 42.4 38.0 D D

21 Sungate Wy. / E. Palm Cyn. Dr. (Hwy 111) TS 1 1 0 0.5 0.5 1 1 2 1 1 3 0 18.0 34.0 B C

22 Van Fleet St. / E. Palm Cyn. Dr. (Hwy 111) TS 0.5 0.5 1 1 1 0 1 2 1 1 2 1 16.7 39.7 B D

23 Canyon Plaza Dr. / E. Palm Cyn. Dr. (Hwy 111) TS 0.5 0.5 d 0.5 1.5 0 1 2 1 1 2 1 33.4 52.6 C D

24 Bob Hope Dr. / I‐10 EB Ramps TS 0 2.5 1.5 2 3 0 1 1! 1 0 0 0 28.4 31.1 C C

25 Bob Hope Dr. / I‐10 WB Ramps TS 2 3 0 0 3 1 0 0 0 1.5 0.5 1>> 13.5 45.0 B D

26 Da Vall Dr. / Gerald Ford Dr. TS 2 2 1 2 2 1 2 2 1 2 2 1 34.3 36.6 C D

27 Da Vall Dr. / Dinah Shore Dr. TS 2 2 1 2 2 1 2 2 1 2 2 1 36.6 39.0 D D

28 Da Vall Dr. / Ramon Rd. TS 2 2 1 2 2 1 2 3 1> 2 3 1> 42.8 46.1 D D

29 Gene Autry Tr. / I‐10 EB Ramps TS 0 3 1>> 0 3 1>> 1 1! 1 0 0 0 6.7 5.8 A A

30 Gene Autry Tr.‐Palm Dr. / I‐10 WB Ramps TS 0 3 1>> 0 3 1>> 0 0 0 1 1! 1 16.0 10.2 B B

31 Da Vall Dr. / 30th Av. TS 1 2 0 1 2 0 1 1 d 0.5 0.5 d 29.2 54.3 C D

32 Da Vall Dr. / Vista Chino TS 1 2 0 0 2 1> 2 0 1 0 0 0 25.7 44.7 C D

33 Da Vall Dr. / I‐10 SB Ramps TS 0 2 2 1 2 0 0 1! 1 0 0 0 54.8 20.1 D C

34 Da Vall Dr. / I‐10 NB Ramps TS 2 2 0 0 2 1 0 0 0 2 0 1 34.1 46.3 C D

35 Da Vall Dr. / Valley Center Bl. TS 2 2 0 1 2 0 1 2 1 1 2 0 17.7 20.2 B C

36 Da Vall Dr. / Varner Rd. TS 1 1! 1 0 0 0 0 2 0 1 2 0 43.0 53.0 D D

37 Landau Bl. / I‐10 SB Ramps TS 0 3 1 1 3 0 0.5 0.5 1 0 0 0 53.8 54.4 D D

38 Landau Bl. / I‐10 NB Ramps TS 1 3 0 0 3 0 0 0 0 0.5 0.5 1 48.9 54.2 D D

39 Landau Bl. / Valley Center Bl. TS 1 0 1 0 0 0 0 2 1> 1 2 0 13.6 23.4 B C

40 Palm Dr. / Valley Center Bl. TS 1 2 1 2 2 0 1 2 0 1 1 1 29.8 31.3 C C

41 Palm Dr. / Varner Rd. TS 1 2 0 1 2 0 1 1 0 1 1 0 40.2 30.1 D C
1  When a right turn is designated, the lane can either be striped or unstriped.  To function as a right turn lane there must be sufficient width for right

turning vehicles to travel outside the through lanes.

2 Per the Highway Capacity Manual 6th Edition (HCM6), overall average intersection delay and level of service are shown for intersections with a traffic signal or all way stop control.

For intersections with cross street stop control, the delay and level of service for the worst individual movement (or movements sharing a single lane) are shown.

Delay and level of service is calculated using Synchro 10.1 analysis software.

BOLD = LOS does not meet the applicable jurisdictional requirements (i.e., unacceptable LOS).  
3 TS = Traffic Signal

R:\UXRjobs\_11100‐11500\11326\Excel\[11326 ‐ LOS Results.xlsx]2040 Proposed

TABLE 5‐4: INTERSECTION ANALYSIS FOR PROPOSED GENERAL PLAN BUILDOUT (2040) CONDITIONS

# Intersection

Traffic

Control
3

Intersection Approach Lanes1
Delay

2

(Secs)

Level of 

Service2Northbound Southbound Eastbound Westbound

         L  =  Left;  T  =  Through;  R  =  Right; 1! = Shared Left/Through/Right Lane; 0.5 = Shared Lane; > = Right‐Turn Overlap Phasing; 

          >> = Free‐Right Turn Lane; d= Defacto Right Turn Lane; 1 = Lane Improvement; 1  = Lane Configuration Change in comparison to Adopted Improvements
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